
Your Connection to Korean Manufacturing 
and Industrial Products

Air Knife System



Air Knife System

Table of Contents

2

• Air Knife System Overview ………………. P. 3

• System Features ………………………….. P. 4 – 7 

• Reference List …………………………….. P. 8

Copyright © 2025. All Rights Reserved.



3

1. Air Knife System 

Specification Overview

◆Main Specifications

USKoreaHotlink’s Air Knife System is a high-precision gas jet unit used to control

the thickness of the plating applied to the surface of a moving steel sheet in the

Continuous Galvanizing Line.

Application GI, GA, GL and AL Wiping

Lip Length Max 2,200 mm

Lip Gap 0.8 – 3.0 mm

Pressure 50 – 1,000 mbar
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◆System Features

• Improved Reaction Time: zinc adhesion prevention on the lip and baffle 

through patented coating technology application (TiN coated surface)

• Air Pressure Direction Deviation: < 2%

• Non-contact baffle device, for contact & non-contact functioning

• External or built-in lip cleaner device available

• Position Control System and Stabilisation System
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2. Air Knife System Features 

Feature Highlight
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◆Air Knife Turbulence ◆Air Flow Deviation

The Fit-to-Strip system 

allows for:

• Noise Reduction:           

5 – 10 dB

• Nitrogen Reduction: 

approx. 30%

• Energy Savings: 

approx. 20 – 30%

◆Fit-to-Strip Width Adjustment System

Other’s 

system

Our

system
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2. Air Knife System Features 

Feature Highlight
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◆Non-Contact Dual Baffle System

• Dual Function for Contact & Non-Contact

• Laser Sensor for Transmitting & Receiving

• Stepping Motor

• Special Ball Screw

• Moving Speed: Max 120mm/sec

• Range of Detection: 30mm
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2. Air Knife System Features

Feature Highlight
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◆Lip Coating by PVD

◆Position Control System

◆External Lip Cleaner

Replacement Speed: Requires 

less than 5 mins

Monitors and Controls 

Multidirectional Movement of Air 

Knife Equipment:  Up-Down, Forward 

and Backward Slide, Distance Controller
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2. Air Knife System Features

Feature Highlight

Copyright © 2025. All Rights Reserved.

◆Stabilisation System (Vibration Control)

Improved Galvanized Steel Sheet Quality: 

Reduces vibrations that occur while the strip 

moves vertically allowing for an increase in 

quality. 
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2. Air Knife System Features 

Blower Specifications
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• Maximum Flow Volume: 3,800 Nm³/hr

• Motor Power: Max. 110kw

• Flow Volume Control: VVVF Inverter (built-in)

• Controller: Micro Processor

• Advantages:

Power Saving : approx. 45%

Noise Reduction: approx. 12%

◆Turbo Blower

◆Multi-Stage Blower

• Maximum Flow Volume: 3,800 

Nm³/hr

• Motor Power: Max. 180kw

• Flow Volume Control: VVVF Inverter 

(external)

• Advantages:

Versatility 
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3. Air Knife System Reference List

Air Knife System Reference List
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