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▣ Construction and Operation principle
■ Construction

■ Operating principle |



QS series [Quadro Silent]
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▣ Rotary direction and Speed ratio

■ Quadro Silent Rotary direction and Speed ratio

The QS series may be used in various ways. The following figures show six combinations of the rotary

direction and speed ratio. Use the following figure to select a mechanism most suitable for applica-

tion. (In a figure, ‘-’ signifies input and output in the opposite direction.)

■  QS  rotary  direction  and  speed  ratio  with  extra  input 
reduction structure



QS     000      M/H/S       S      - 000 - S - S
① ② ③	 ④ ⑤
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▣ Quadro Silent Ordering Information

① Model name: QS (Quadro Silent)

② Model Number: rated output torque (X10Nm)

③ Ratio group:  M-Medium ratio, H-High ratio, S-Super ratio

④ Reduction ratio L-Low ratio, M-Middle ratio.

⑤ Input style: Standard-Straight shaft, or optional customization

Standard Quadro Silent as silent engine - Self-centering, Self-phasing, Helical gearing 
etc.



QS series [Quadro Silent]

 [* and lubricant customer preference]
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▣ Quadro Silent recharge the lubricant



[QS ratio group]7)

T2n Nm

M (Middle) 450 675 930 1400

H (High) 570 845 1090 1650

S (Super) 600 900 1200 1800

T2A Nm

M (Middle) 600 900 1200 1800

H (High) 750 1100 1450 2200

S (Super) 1000 1500 2100 3000

T2B Nm

M (Middle) 1050 1500 2100 3300

H (High) 1300 2000 2500 3800

S (Super) 1500 2250 3000 4500

M (Middle) 2250 3375 4650 7000

H (High) 2850 4225 5450 8250

S (Super) 3000 4500 6000 9000

N2n rpm

M (Middle) 30 30 30 30

H (High) 20 20 20 20

S (Super) 10 10 10 10

N2max rpm

M (Middle) 72 72 60 45

H (High) 48 48 40 30

S (Super) 24 24 20 15

[Mass moment of inertia] 3) Ji kg.cm2
Min. 0.1 0.1 0.2 0.4

Max. 0.2 0.4 0.7 1.3

[QS ratio group]7)

M (Middle) 670 990 1390 2000

H (High) 910 1340 1875 2600

S (Super) 1280 1960 2600 3320

MS Nm

M (Middle) 1920 2940 3900 4980

H (High)

S (Super)
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▣ QS series ratings at a glance
[Specifications]

[Symbol] [Unit]
[Model]

QS060 QS090 QS120 QS180

[Rated output torque]

[Permitted maximum
average output torque] 1)

[Maximum acc./dec. torque]

[Peak torque (Emergency stop)]2) T2not Nm

[Rated output speed]

[Maximum input speed]

 [Torsional stiffness] Ct Nm/arcmin

M (Middle) 120 215 310 470

H (High) 150 270 360 555

S (Super) 200 365 525 760

  [Lost-motion] B arcmin < 1 < 1 < 1 < 1

 [Tilting rigidity] MR Nm/arcmin 640 980 1300 1660

[Symbol] [Unit][Specifications]
[Model]

QS060 QS090 QS120 QS180

[Tilting moment load] 4) MT Nm

[Max. tilting moment (Shock load)]

 [Axial load] 5) FA N

M (Middle) 2500 3500 4000 5500

H (High) 3500 4500 5500 7500

S (Super) 5500 7000 9000 11000

[Radial load] 6) FR N 14629 21657 25366 26142

[Radial load distance] rd mm 43.75 45.25 51.25 63.5

[Weight] (Reference only) m kg 12 18 25 39

[Operating noise] @n1n=2000rpm On dB < 70 < 70 < 75 < 75

 [Efficiency with rated load] h %

M (Middle) > 88 > 88 > 88 > 88

H (High) > 86 > 86 > 86 > 86

S (Super) > 81 > 81 > 81 > 81

[Rated service life constant] K (Lh) (hr) 6000  [Refer service life calculation formula]

[Installation position]  [Any, include variable orientation]

[Operating temperature] -10℃ ~ +90℃ [QS series surface temperature]

[Lubrication]  [No drip SL3 lubrication]

[Degree of protection] Open component type

1)  [Output torque capacity raised by service life calculation, due to the fact, output speed is low, or various output torque applied, it should 
not exceed permitted maximum average output torque.]
2) [Max 1000 times during QS series lifetime.]
3) [Minimum, maximum value at each ratio group. It depends on ratio, applied motor shaft diameter, and so on.]
4) [Maximum value without axial load, at rated output speed.  Refer main bearing load diagram.]
5) [Maximum value at the center of output rotation, at rated output speed.  Refer main bearing load diagram.]
6) [This value shows ‘Tilting rigidity divided by radial load distance (output flange surface)’, at rated output speed. (Maximum value should be 
calculated by ‘Tilting moment load divided by actual radial load distance’.)  Refer dimensions table.]
7) [Please refer ratio table for exact ratio for each ratio group.]



material in product out  

QS series [Quadro Silent]

QS060

M (43)*   50       68.2      76	 85	       95.5	        115       122.8

H (64)*   74.5    101.8    113.5     120       127      142.75      172        183.7

S            148     202.6     226       239       253      284.5         343        366.4

QS090

M (43) 49                     59.8       64        67	        71             79          85           94          99         103        110.2         127

H (64) 73	      78	    89.2       95.5     100       106	         118        127         140.5     148       154        164.8         190

S            145    155	    177.4     190      199       211           235	      253	    280	 295       307        328.6         379

QS120

M (43) 55	      71	    85	 93.4     103                        120.28   127

H (64) 82	      106	    127	 139.6   154	 162	 179.92	 190

S            163     211	    253	 278.2   307	 323	 358.84	 379

QS180

M (43) 55	      67	    71	 85        93.4               103	 110.2	 121	 127

H (64) 82	      100	   106	 127      139.6	 154	 164.8	 181	 190

S            163     199	   211         253      278.2	 307	 328.6	 361	 379
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▣ QS series standard ratio

[Standard ratio]
[Model No.]

[If other ratios than the standard ratios on specification are required, consult LPR Global for further information.]

 [ ( ) is optional ratio.]
*[In case of * ratio, GMF considering input speed less than 2000rpm.]

▣ QS main bearing load diagram

[Please refer Quadro-Silent main bearing load diagram, when axial and tilting loads are applied together on QS output 
flange.]

▣ QS Rated service life calculation formula

life calculation formula, for all models and ratios.  In the formula, Lh is service life (hour), No is rated output speed (rpm), Nm is

average output speed (rpm), To is rated output torque (Nm), Tm is average output torque (Nm

), for median lifetime (L50) is more than 5 times of calculated value.]

 When Quadro Silen is installed in actual service, the service life can be calculated by QS rated service 

), and K is 6000(hrs).  Calculated

service life is based on 90% reliability (L10

 

[The service life expectancy of Quadro Silen is based on the rating of the bearings used for the 3 axes eccentric cams when run 

continuously at rated torque. 
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